












B E AU T Y  T H AT  L A STS .

ULTREX PROVIDES A SUPERIOR, 
CONSISTENT FINISH. 

AAMA 624-10 verified, Ultrex finish performs so well 
that we even offer it in dark colors, like Ebony, without 
fear of increased heat loads or UV degradation. Our 
patented, high-performance co-extruded capping 
process is unlike anything else in the industry and 
provides a thick, even acrylic finish free of pin-holes, 
striations and imperfections that will resist scratches, 
fading and chalking to retain its original beauty.
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A patented co-
extruded acrylic cap is 
mechanically bonded 
directly to the substrate 
prior to the curing 
process. The result is 
a high-performance 
finish, free of striations 
and pinholes, that is 
up to 3x thicker than 
competitive finishes. 

ULTREX

WHY AN ACRYLIC FINISH?

COMPETITION

The orange light to 
the left is acrylic,  
while the rest of the 
car is painted. The 
auto industry learned 
decades ago that acrylic 
lights outlast a painted 
finish. Similarly, Ultrex 
employs an acrylic finish 
to provide long-term 
color retention and 
durability.



T H E  LOW E R  E N E RGY  B I L L S  
A R E  A S  AT T R AC T I V E  A S  T H E  

W I N D OWS  A N D  D O O R S .

S E A SO N A L  H U R R I CA N E S . 
B L A ST I N G  SA N D.  SA LT  S P R AY. 

FOR ULTREX, IT ’S JUST ANOTHER DAY AT THE BEACH.

Compared to non-qualified products, ENERGY 
STAR® qualified windows and doors cut heating and 
cooling costs by 7–15%**.

Integrity® from Marvin® windows 
and doors combines the low 

conductivity and superior performance attributes 
of Ultrex with a selection of energy-efficient glazing 
options to deliver ENERGY STAR qualified solutions 
and beyond*. Choose from argon filled dual pane 
Low E 1, Low E2 and Low E3*** or Tripane glazing 
options depending on your needs.

		  Argon gas not available in high elevations where capillary tubes  
		  are required.
	 **	 Sustainable Energy Coalition at sustainableenergycoalition.org. 
	 ***	 ENERGY STAR at energystar.gov.

THERMAL CONDUCTIVITY

*Highest rate of thermal conductivity shown. Test results from 
.10–.13 for vinyl/wood composite (Fibrex®) and .09–.12 for Ultrex.

VINYL .10

ULTREX

BTU/hr*ft*F

.12

VINYL/WOOD
COMPOSITE (FIBREX®) .13*

Capable of handling Mother 
Nature’s toughest conditions, 
Ultrex is Quite Possibly the  
Perfect Building Material® — even 
for homes and buildings in extreme 
environments like the coast.

Low E glazing Low E glazing


